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ENGINEERED FOR:

	Winching	 Towing	 Lifting	 Mooring

D12+ 75 & D12+ 78 is a premium and versatile all-round single braid rope offering a lightweight,  
high-strength, and flexible alternative to steel wire and polyester ropes, manufactured with Dyneema® 
SK75 or SK78. Dyneema® offers class leading quality and consistency and comes with decades of 
proven project success and lifetime reliability. Added to this is the technical expertise and data support 
provided by the experts at Dyneema®. D12+ 75 and 78 have been designed to offer significantly 
improved strength, handling, and service life. Subsequently, this can provide a more cost-effective, 
trusted, and sustainable solution compared to alternative products. D12+ 78 comes with better creep 
performance.

KEY FEATURES:

• High strength • Excellent chemical resistance • Low creep (SK78) • Very good UV resistance

TECHNICAL INFORMATION:

COLOURWAYS: 

Black - Other colours available upon request.

DIAMETER WEIGHT AVG. BREAKLOAD MIN. BREAKLOAD GROMMET

mm inch kg/100m lbs/100ft kN lbs kN lbs kN

18 23/32 20 13 334.0 75,200 308 69,200 508

20 25/32 24 16 402.0 90,400 370 83,200 610

22 7/8 29 19 474 106,000 436 97,900 719

24 15/16 32 21 520 117,000 478 107,000 788

26 1 1/32 39 36 632 142,000 581 131,000 958

28 1 3/32 43 49 684 154,000 629 141,000 1038

30 1 3/16 52 35 817 184,000 751 169,000 1240

32 1 1/4 58 39 903 203,000 830 187,000 1369

34 1 11/32 64 43 971 218,000 894 201,000 1475

36 1 13/32 69 47 1,040 234,000 959 216,000 1583

38 1 1/2 78 52 1,170 263,000 1,080 242,000 1781

40 1 9/16 87 58 1,280 288,000 1,180 265,000 1942

44 1 23/32 194 70 1,480 333,000 1,360 306,000 2250

48 1 7/8 122 82 1,710 384,000 1,570 354,000 2590

52 2 1/16 148 99 2,060 462,000 1,890 425,000 3124

56 2 7/32 165 111 2,280 512,000 2,100 471,000 3464

60 2 3/8 191 128 2,590 583,000 2,390 536,000 3933

64 2 17/32 217 145 2,900 652,000 2,670 600,000 4404

68 2 11/16 243 163 3,210 722,000 2,950 664,000 4872

72 2 27/32 278 186 3,640 818,000 3,350 753,000 5536

76 3 304 204 3,960 889,000 3,640 818,000 6005

80 3 5/32 339 227 4,390 987,000 4,040 908,000 6669
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TECHNICAL INFORMATION:

RELATIVE DENSITY 0.97 (floats)

CHEMICAL RESISTANCE Excellent resistance to most chemicals

UV RESISTANCE Very good

MELTING POINT 140°C / 284°F

CRITICAL TEMPERATURE 80°C / 176°F

CONSTRUCTION 12 x 1 single braid

MATERIAL Dyneema® SK75/SK78

COATING Marlow PU ArmourCoat

LENGTHS (m/ft) Available upon request

TERMINATIONS Plain end, spliced eye
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The information in this document is subject to change without prior notice. Please refer to our website for the most up-to-date version.
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New rope Used rope


